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PROPACÊ10D  Domestic Integrated Drainback System: 

Â Fully integrated, self contained heat transfer unit 
Â 160 ft² maximum collector surface area 
Â 320 gallons maximum storage tank capacity 
Â Freeze proofs collectors 
Â No remote valves 
Â No collector scaling 
Â TIG welded 304 stainless 10 gallon reservoir 
Â Serviceable Stainless Steel heat exchanger  
Â Quiet operation 
Â Pre-tested, Factory certified 
Â Compact design  
Â Over temperature protected 
Â Dual bronze pumps 

 
 
 
 

Part Number  
IDS 10 160 PP 120 - 10 gallon Integrated Drainback System   

PROPACÊ Commercial  Integrated Drainback System: 

Â Fully integrated, self contained heat transfer unit 
Â Up to 800 ft² maximum collector surface area 
Â Freeze proofs collectors 
Â No remote valves 
Â No collector scaling 
Â TIG welded 304 stainless reservoir 
Â Serviceable Stainless Steel heat exchanger  
Â Pre-tested, Factory certified 
Â Ĳò to 1ıò piping available  
Â Over temperature protected 
Â Custom size systems available  

 
 
 
 

Part Numbers  
IDS 20 320 PP 240 - 20 gallon, 320 ft² collector max., Integrated Drainback System   
IDS 30 600 PP 240 - 30 gallon, 600 ft² collector max., Integrated Drainback System   
IDS 40 800 PP 240 - 40 gallon, 800 ft² collector max., Integrated Drainback System   
 
See spec sheets for more information 

Accessories: 
Flow Meter - 6ò inline flow meter 3/4ò MIP 
Temperature Gauges - in line dial temperature gauges 100°F to 250°F range  
WH Conversion Kit - Water heater element conversion kit  
 
See spec sheets for more information 
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Drainback Tanks: 

Â 100% 304 Stainless Steel construction with rigid foam insulation 
Â SRCC certified 
Â Dent resistant ABS plastic jacket 
Â Attractive and lightweight 
Â 5 Year warranty 
Â Convenient filling access with location for pressure relief valve 
Â Return line dip tube for quiet operation 
Â 7, 10, & 15, gal. Engineered for placement on top of water heater 
Â All tanks come with a sight glass 
Â Available in 7, 10, 15, 20, 30, and 40 gallon sizes 
 
 
 
 

DBX©SS   Drainback Heat Exchanger Tanks:       

Â 100% 304 Stainless Steel construction with rigid foam insulation  
Â Converts any water heater to a Solar water heater (with DBX SS kit) 
Â Attractive and lightweight 
Â Insulated Stainless Steel brazed heat exchanger  
Â 5 Year warranty 
Â Convenient filling access with location for pressure relief valve 
Â Engineered for placement on top of water heater 
Â All tanks come with a sight glass 
Â Available in 7,10, 15 and 20 gallon sizes 
 
 

Part Numbers              
DBT 07 SS -   7 gal. Drainback Tank  - Diameter 16.125ò  Height:14ò 
DBT 10 SS - 10 gal. Drainback Tank  - Diameter 16.125ò  Height:17ò 
DBT 15 SS - 15 gal. Drainback Tank  - Diameter 16.125ò  Height 25ò 
DBT 20 SS - 20 gal. Drainback Tank  - Diameter 16.125ò  Height 32ò 
DBT 30 SS - 30 gal. Drainback Tank  - Diameter 16.125ò  Height 48ò (1ò to 1ıò fittings) 
DBT 40 SS - 40 gal. Drainback Tank  - Diameter 16.125ò  Height 63ò (1ò to 1ıò fittings) 

DBX© SS  System Kit:   

Â Kit includes all major hardware for a DBX© SS  tank: 

  Â TACO 009 bronze circulator pump  
  Â TACO 003 bronze circulator pump 
  Â TACO Bronze pump flange set for 009 pump  
      Â Steca TR301 U solar controller with sensors 
  Â 6òWelded aluminum tank stand with vinyl feet  
  Â Brass boiler drain  
      Â 50 psi pressure relief valve 
  Â High quality patch cord for pumps  
 

 
 
 
 
 
(DBX SS 10-10 shown with DBX SS Kit installed) 

Part Numbers  
DBX SS 07 -   7 gal. Drainback Tank with 10-plate Stainless Steel heat exchanger 
DBX SS 10 - 10 gal. Drainback Tank with 10-plate Stainless Steel heat exchanger  
DBX SS 15 - 15 gal. Drainback Tank with 10-plate Stainless Steel heat exchanger  
DBX SS 20 - 20 gal. Drainback Tank with 12-plate Stainless Steel heat exchanger  
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Part Numbers 
DBX SS KIT -   Drainback system kit for DBX SS tanks 
(additional fittings and piping required) 

(DBX SS 10-10 shown without insulation) 


